
Advanced Recreational Goods

Pool LED Waterfall Plate Kit Instructions
P/N: TWFLKxxxx

These are supplemental installation instructions for the Topper LED Waterfall Plate Kit. Please refer to the
ARG Pool Waterfall instructions to install the waterfall into a wall.

Plate Kit Components
1. Metal Topper Plate
2. LED Strip
3. 100 ft Cord
4. 3 screws (12 inch)

4 screws (24 inch)
5 screws (36 inch)

5. Allen Wrench

LED Strip is 12 Volt. Do NOT Install to 120 Volt (Strip will fail and
is not under Warranty for this).

Fig. 1

The Topper LED Waterfall Body has been installed in the wall. The LED Waterfall Plate Kit will not work on a
regular Waterfall. These instructions are to install the Topper Plate to the Waterfall and the electrical.

Install the cord in the conduit (Fig. 2).

Install screws in Waterfall Upper Support using the Allen Wrench.
Leave space. Do not tighten (Fig. 3).
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Make sure LED Strip is installed inside Metal Topper Plate (Fig. 4).

Plug in LED Strip to cord (Fig. 5).

Install Plate over screws (Fig. 6).

Tighten screws with Allen Wrench (Fig. 7).
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Your Topper LED Waterfall Is Ready To Hook Up To Electric - WARNING: LED STRIP IS 12
VOLTS. YOU MUST USE AN ARG COLORSYNC.

Detailed Instructions are included with the ColorSync Controller.

For more information, please go to www.argpool.com.
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